
PRODUCT CATALOG

SUBMERSIBLE DRAINAGE PUMPS



P

SDL

Phase: "M" (Single phase) , "T" (Three phase)

Power (kW)

No. of poles:  "2" (2 poles) , "4" (4 poles) 

Series name

Delivery port diameter in mm

Float switch



MARKETS 

RESIDENTIAL COMMERCIAL INDUSTRY

SDL SERIES 
SDL series is a compact drainage pump designed for demanding dewatering tasks in residential, 

construction and industrial environments.  The pump come with semi vortex impeller, suitable to remove 

rainwater, pond water, high viscosity fluid such as muddy water, etc.

FEATURES

SPECIFICATION

Flow up to 18m3/hr, head up to 19m

Maximum water depth: 10m

Working water temperature: up to 40°C

Motor: Class F, IP68

APPLICATIONS

Drainage and dewatering Rainwater Recovery Extraction of water
from ponds, streams or
pits and for rainwater

collection

Draining rooms, tank
Drainage

Robust design, high performance and easy to maintain.

Motor incorporates built-in protection to prevent motor failure due to overloading, phase

Double mechanical seals made of high quality material providing high level of protection

loss, etc.

against leakage and dry-run. Lip seals and shaft sleeves to provide additional protection
against wear and tear.

An agitator is installed on the extension of the pump shaft to prevent "air locking" and
reduces clogging when solid objects go into the pump.



MODEL
mm kW HP 1~ 3~ m m mmm3/h m3/min m3/h m3/min
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NOTE: Franklin Electric reserves the right to amend specification without prior notice.



Material Of Construction

Dimensions

 

 

 

02 Hose Coupling Cast Iron

01 Handle Rubber & Steel

03 Upper Cover Aluminium Die Casting

09 Upper Bearing House Cast Iron

04 Pump Body Cast Iron

05 Motor Body Aluminium Die Casting

6a

6b

Impeller

Agitator

Ductile Iron

Stainless Steel

Item No. Part Name Material

 

 

Item No. Part Name Material

11a Ball BearingBearing

MODEL
mmmmmmmmmmmmmmmm Kg mmKg

Packing
Dimensiond A A1 B HB1 W1D N.W. G.W.

50SDL-2-0.4-MG

50SDL-2-0.75-M

80SDL-2-0.75-MG

50 237 201 157 84 185 365 85 13.5 15.0 405x255x255

50 257 221 157 84 185 390 85 16.5 18.0 445x265x255

80 284 234 225 109 185 390 85 18.0 19.5 445x295x255

NOTE: Franklin Electric reserves the right to amend specification without prior notice.

11b Ball BearingBearing

12 Ceramic-Sic/Carbon-CeramicMechanical Seal

08 PUSeat Assembly

19 Seal House Cast Iron

15 Stator

16 Shaft: AISI 420SSRotor

13

14

Capacitor

Motor Protector

29c

29a

29b

NBR

NBR

NBR

Gasket

Gasket

Gasket

18 H07RN-FCable

28a

28b

NBR

LDPE

Sand Guard

Oil Riser

27 AISI 420SSSleeve Staft
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SPECIFICATION

Flow up to 156m3/hr, head up to 56m
Maximum water depth: 25m
Working water temperature: up to 40°C
Motor: Class F, IP68

MARKETS 

RESIDENTIAL COMMERCIAL INDUSTRY

APPLICATIONS

Drainage and dewatering Rainwater Recovery Extraction of water
from ponds, streams or
pits and for rainwater

collection

Draining rooms, tank
Drainage

Robust design, high performance and easy to maintain.

Double mechanical seals made of high quality material providing high level of protection against

High chrome alloy impeller increases wear resistance to abrasion

SDH SERIES 
SDH series is a compact drainage pump designed for demanding dewatering tasks in residential, construction, 

industrial and mining environments.  The pump comes with top discharge making it ideal to install at space 

constraint place.  The pump is equipped with semi open impeller, suitable to remove rainwater, pondwater, high 

viscosity fluid such as muddy water, etc.

FEATURES

Motor incorporates built-in protection (models 11kW and below) to prevent motor failure due to
overloading, phase loss, etc.

leakage.



MODEL
mm mmm mAkW HP

Outlet Motor Power
Rated

Current
(400V)

Rated
Capacity

Rated
Head

Max. Capacity Max
Head

Impeller
Passage

m3/min m3/minm3/h m3/h

50SDH-2-1.5-M

50SDH-2-2.2-T

50SDH-2-3.7-T

15 0.45 22 8.5

20 0.55 26 8.5
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NOTE: Franklin Electric reserves the right to amend specification without prior notice.
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MODEL
mm mmm mAkW HP

Outlet Motor Power
Rated

Current
(400V)

Rated
Capacity

Rated
Head

Max. Capacity Max
Head

Impeller
Passage

m3/min m3/minm3/h m3/h

8.5

8.5

8.5

8.5

80SDH-2-1.5-M

80SDH-2-2.2-T

80SDH-2-3.7-T

80SDH-2-5.5-T 80 0.65.5 7.5 11.4 36 341.257525

80 0.53.7 5 7.7 30 290.925520

80 0.62.2 3 5.0 36 190.925511

80 0.501.5 2 3.5 30 14.50.67408

Performance Table

NOTE: Franklin Electric reserves the right to amend specification without prior notice.

m3/min

m3/h
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MODEL
mm mmm mAkW HP

Outlet Motor Power
Rated

Current
(400V)

Rated
Capacity

Rated
Head

Max. Capacity Max
Head

Impeller
Passage

m3/min m3/minm3/h m3/h
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NOTE: Franklin Electric reserves the right to amend specification without prior notice.
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MODEL
mm mmm mAkW HP

Outlet Motor Power
Rated

Current
(400V)

Rated
Capacity

Rated
Head

Max. Capacity Max
Head

Impeller
Passage

m3/min m3/minm3/h m3/h

15 2.08 31 19.5

22 2.45 32 19.5
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150

150

7.5
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15
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90
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Performance Table

NOTE: Franklin Electric reserves the right to amend specification without prior notice.
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Dimensions

MODEL
mmmm mm mm mm mm mm mm Kg Kg

d A A1 B D H W1 N.W. G.W. Packing
Dimension

50SDH-2-2.2-T

80SDH-2-2.2-T 

80SDH-2-3.7-T 

100SDH-2-3.7-T 

80SDH-2-5.5-T 

100SDH-2-5.5-T 

150SDH-2-11-T 

100SDH-2-11-T 

100SDH -2-15-T 

150SDH-2-15-T 

50SDH-2-1.5-M

80SDH-2-1.5-M

50SDH-2-3.7-T 

100SDH-2-7.5-T

150SDH-2-7.5-T

620x265x27550 235 173 545 216 505 120 36 40

620x265x27580 235 173 545 216 505 120 36 40

620x265x27550 235 173 545 216 505 120 39 43

620x265x27580 235 173 545 216 505 120 39 43

710x320x29550 283 208 628 252 629 150 63 68

710x320x29580 283 208 628 252 629 150 63 68

710x320x295100 283 208 628 252 629 150 63 68

750x350x33580 329 240 671 300 590 150 77 84

750x350x335100 329 240 671 300 590 150 77 84

835x365x385100 330 240 764 314 676 190 106 116

865x365x385150 330 240 790 314 676 190 108 119

855x415x435100 373 255 807 350 695 190 136 148

855x415x435150 373 255 807 350 695 190 139 150

905x415x435100 373 255 842 350 755 190 144 158

905x415x435150 373 255 842 350 755 190 146 160

NOTE: Franklin Electric reserves the right to amend specification without prior notice.
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Material Of Construction

 

 

Item No. Part Name Material

Cast Iron

High Chrome Alloy

03

06

Cast Iron02 Hose Coupling

Rubber & Steel01 Handle

Upper Cover

Cast Iron05 Motor Body

Cast Iron04 Pump Body

Impeller

 

 

Item No. Part Name Material

Ductile Iron07 Inlet Plate

Steel26 Strainer

11a

11b Bearing

Bearing Ball Bearing

Ball Bearing

Item No. Part Name Material

<11kW14 Motor Protector

17 Oil Seal

Sic-Sic/Carbon-Sic (<2.2kW)12

12 Sic-Sic/Sic-Sic (>3.7kW)

Mechanical Seal

Mechanical Seal

15

16

Stator

Rotor Shaft: AISI 420SS

18 Cable

18

23
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17
04

02
01
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07
06
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